
Bestellbezeichnung

Modell Artikelnummer

LAD 1-Var.1 314776

LAD 1-Var.2 314729
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Leitungsanschlussdose LAD 1

! kleine Bauform
! gewinkelter Kabelaustritt für das Spiralkabel
! Schutzart IP54

Technische Daten

IP54 wird nur bei Einhaltung der Material PA6 natur
vorgegebenen Kabel-Außen- Farbe silber
durchmesser von ø 3,4 mm ± 0,1 55x36x21mm³ (LxBxH)
und bei fachgerechter Montage 
gewährleistet

Schutzart

Maße

Var. 1: Leitungsanschlussdose mit Lüsterklemme (3polig)

Var. 2: Leitungsanschlussdose mit Federkraftklemme (3polig)
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Ordering details

rder numbermodel o

LAD 1-Var.1 314776

LAD 1-Var.2 314729

LAD 1 cable junction box

! compact design
! angled cable-outlet for the spiral cable
! degree of protection IP54

Technical Data .

degree of protection IP54 can be guaranteed by material PA6 nature
use of predefined cable color silver
outside diameters ø 3.4 ± 55x36x21mm³ (LxWxH)
0.1 mm and professional 
assembling

size

Var. 1: junction box with screw terminals (3-pin)

Var. 2: junction box with spring terminals (3-pin)
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